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	WIRE CLOTH

*****  Ametco® Manufacturing Corporation manufacturers several basic construction materials including perforated metal and plastic panels, expanded metal panels, wire cloth, steel and aluminum bar gratings, safety gratings, stair treads, and  ladder rungs.  Ametco® Manufacturing Corporation also manufactures several types of ornamental metal fencing.  

This guide specification can be used to specify wire cloth.  There are numerous types and sizes of wire cloth which can be used in a variety of applications.  Typically wire cloth would be specified as an integral part of another product or building element.  Parts of this guide specification would be inserted into another section specifying an element or fabrication requiring wire cloth or mesh.

The specifier will need to edit this guide specification to reflect the options and applications being used.  Most editing can be accomplished by deleting unnecessary requirements.  Options are indicated by  [   ].  Notes to assist the specifier in selecting options and editing the guide specification are printed in bold and indicated with  *****.  For final editing, all brackets and notes will need to be deleted from the guide. 

******************************************************************************

PART 1 - GENERAL

1.1	SUMMARY

		A.	Section includes:  Wire cloth used to fabricate [window and door screens] [insect screens] [vents] [_____] specified in Section [_____] - [_____].
	
1.2	SUBMITTALS

		A.	Provide in accordance with Section 01 33 00 - Submittal Procedures:

			1.	Product data for wire cloth.

			2.	Sample:  [8 by 10 inches] [203 by 254 mm] minimum size wire cloth sample of specified type.
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PART 2 - PRODUCTS

2.1	ACCEPTABLE MANUFACTURERS

		A.	Ametco Manufacturing Corporation, 4326 Hamann Parkway, P.O. Box 1210, Willoughby, Ohio 44096; 800-362-1360.

		B.	Requests to use equivalent products of other manufacturers shall be submitted in accordance with Section 01 25 13 - Product Substitution Procedures.

2.2	WIRE MESH

***** Ametco® Manufacturing Corporation provides an extensive variety of wire cloths fabricated from plain steel, coated steel, brass, bronze, aluminum, stainless steel, phosphor bronze, copper, monel, and nickel.  *****

		A.	Material:  [Steel]  [Aluminum]  [Brass]  [Bronze]  [Phosphor bronze]  [Copper] [Steel]  [Monel nickel-copper alloy]  [Nickel]  [Stainless steel].

*****  Refer to Ametco® product literature for typical mesh patterns and numbers.  Mesh number relates to the number of openings plus the wire diameter contained in 1 inch of wire cloth.  For instance in No. 4 Mesh, is fabricated from 0.0475 inch wire forming four 0.2025 inch openings.  Hence, 4 x (0.2025 + 0.0475) inch = 1 inch.  Contact Ametco® Manufacturing Corporation, for the availability of a specific type, size, weave method, and edge condition of wire cloth.  *****  

		B.	Type:  Woven wire cloth fabricated from [_____] [inch] [mm] [diameter] wire woven into a square mesh with [_____] [inch] [mm] opening between wires; No. [_____] Mesh as manufactured by Ametco Manufacturing Corporation.   


PART 3 - EXECUTION

*****  Wire cloth provided by Ametco® Manufacturing Corporation has many uses within the construction industry.  If wire cloth is specified separately in this section, this article should cross reference to other sections where the wire cloth will be used.  As an alternative, the material requirements can be inserted into the section specifying the wire cloth application.  *****

3.1	INSTALLATION

		A.	Provide wire cloth specified in this Section for fabrication of [screens] [vents] [gate] [_____] as specified in Section [05 50 00 [_____] - [Metal Fabrications] [_____].

		B.	Install in accordance with manufacturer's installation instructions and approved shop drawings.
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